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Bosch Intrusion Firmware / Software

You can find the latest version of the Solution 2000/3000 attached at the bottom of this article, or on the Keenfinity

product page under the ‘Downloads’ section. You can also use these links to download future firmware / software
updates from the Keenfinity website.

KEENFINITY Group | Solution 2000 / 3000 Control Panel | Control panel, 16-zone | ICP-SOL3-P

The same firmware update process applies using the IUI-SOL-ADAPTER, however for this update we also
recommend the use of the new ‘migrate’ function through A-Link+. New locations and features added in the update
may not populate to their correct default values if the migrate function, or a panel default, isn't performed

The article linked below has come more information on updating to the latest version of A-Link+

KEENFINITY Group | WINDOWS BASE A-Link Plus | ITS-ALINK-PLUS

Note: All documentation can be found on the Keenfinity Website
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Summary

Summary of Changes 2.21

Corrections:

This section examines the corrections made in this firmware version.
 Increase timeout delay for missing IP Module
« Improve home automation status report for panic events.



Summary

Summary of Changes 2.20

Codepad Volume

Codepad volume is now adjustable on a scale of 0 - 7 for each
individual codepad.

Codepad Backlight

Codepad dim mode can dim the lighting on the display and keys
whilst idle.

APP Updates

Updated operations and Ul for this control panel firmware version
— System information inquiry

— Date / Time setting

— Panic alarm triggering

3.1

3141

Item
Codepad 1 volume
Codepad 2 volume

Codepad 3 volume

Codepad 4 volume

What's new?

This section examines the new features of this firmware version.

Codepad volume
Codepad volume is adjustable from lowest to highest volume.

. Location . Option . Default
3804 0 = Minimum volume f
.:7811 | 7 = Maximum volume [ -
.5814 . . !
3817 f

Mew

3.1.2

Item
Codepad 1 backlight

Codepad 2 backlight

Codepad backlight

Codepad dim mode setting feature dimly lights the codepad display and keys when the codepa

Codepad 3 backlight

Codepad 4 backlight

idle.
Location Option Default |Mew
3810 0 = Off 1
3813 I =Dim 1
2=0n
3816 1
3819 1




Bosch Intrusion Firmware / Software

A-Link+ Migrate oo B
Migrate Configuration to Latest FW

« The migrate function copies an existing panel profile to the latest firmware, and Oy Custis

populates new locations to their correct default values. Dot Customes

« From the customer selection screen, right click the profile you want to migrate and
select 'Migrate Configuration to Latest FW'. This will create another customer profile ——

with the same programming on the latest firmware version. Ensure the profile you Backup seected customes
migrate is up-to-date with what's currently programmed on the panel.

« Once you've updated the panel, connect using the new profile and select 'Send A-
Link+ Data to Panel'.

Note: The migration is only required when upgrading from version 2.13 to 2.20




Bosch Intrusion Firmware / Software

B426-M Update

Default Password is no longer valid for B426-M web Login. Please use the unique password printed on the product
passcode label.

Otherwise, “Forgot password?.” At the login page is available for passcode recovery.
Added Compatible control Panels:

Solution/Bosch 2100/3100 (v1.0.0+)

KEENFINITY Group | B426 Conettix Ethernet Communication Modules | Ethernet communication module, mobile |
B426-M
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